
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX B: FIGURES (1-9) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
 
 

IN-DELTA STORAGE PROGRAM 
DELTA WETLANDS PROJECT 

PROJECT AREA 
 

Figure  1

 
 
 
 



 

Note:  A total of 773 dewatering wells are proposed around 
Webb Tract and Bacon Island to reduce seepage. 

  
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Point D Point A 

New Intake Siphon Station 2 
containing 16 screened siphons. 
 
There are 11 existing points of 
diversion on Middle River between 
Points A & B. 
 
Diversion Rate: 1,375 cfs from all 
diversion points on Middle River 
between Points A & B. 

)

C 
Discharge Pump Station 
Containing 40 pumps with 36-
inch-diameter discharge pipes.
New Intake Siphon Station 1 
containing 16 screened siphons. 
 
There are 10 existing points of 
Diversion  on Old River between
Points C and D. 
 
Diversion Rate: 1,375 cfs from 
all diversion points on Middle 
River, Santa Fe Dredge and 
Connection Slough between 
Points A, D, & C. 
There are 4 existing points of 
Diversion on Connection 
Slough between Points A & D 
Point B
Point 
 
There are 3 existing points of 
diversion on Santa Fe Dredge 
between points B & C. 
 

Total Project Diversions and Discharges
Diversions (all islands combined): 
Total max day  6,000 cfs* 
Total ave. month  4,000 cfs* 
* Habitat Island diversions included 
Discharges (all islands combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs
(RESERVOIR
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Figure 2



 
 
 
 
 
 
 
 
 
 
 
 

(RESERVOIR) 

Discharge Pump Station  
Containing 32 pumps with 
36-inch-diameter pipes. 

•  New Intake Siphon Station 2  
containing 16 screened siphons 

 
•  There are 4 existing points of diversion on 

San Joaquin River between Points A & D 
 

New Intake Siphon 
Station 1 containing 16 
screened siphons. 
  
Max combined diversion 
from all diversions 
between Points B & C 
(new and existing) 1,375 
cfs.

Point A

Point B 

Point C 

Point  D 

1 existing point 
of diversion 
between Points 
A and B on Old 
River 

Note:  A total of 773 dewatering wells are proposed around 
Webb Tract and Bacon Island to reduce seepage. 

Max combined diversion from all diversions 
between Points A & D (new and existing) 
1,375 cfs. 

There are 2 existing points of 
diversion on False River 
between Points B & C. 

Total Project Diversions and Discharges 
Diversions (all islands combined): 
Total max day  6,000 cfs* 
Total ave. month  4,000 cfs* 
* Habitat Island diversions included 
Discharges (all islands combined): 
Total max day  6,000 cfs 
Total ave. month 4,000 cfs
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Figure 3



Integrated Facility  
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs 

(RESERVOIR) 

See Figure 15 for 
details of a Typical 
Integrated Facility 

 
 
 

Integrated Facility   
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs  
IN-D
RE
Total Project Diversions and Discharges
Diversions (all islands combined): 
Total max day  6,000 cfs* 
Total ave. month  4,000 cfs* 
Habitat Island diversions included 
Discharges (combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs
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-ENGINEERED ALTERNATIVE 

Figure 4



I

See Figure 15 for 
details of a Typical 
Integrated Facility 

 
 
 
 
 
 

IN-DELTA ST
RE-ENGINE
Integrated Facility  
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs 
Integrated Facility   
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 
f

(RESERVO
Total Project Diversions and Discharges 
Diversions (all islands combined): 
Total max day  6,000 cfs* 
Total ave. month  4,000 cfs* 
* Habitat Island diversions included 
Discharges (all islands combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs
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FIGURE 5



 

Total Project Diversions and Discharges
Diversions (all islands combined): 
Total max day  6,000 cfs* 
Total ave. month  4,000 cfs* 
Habitat Island diversions included 
Discharges (combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs

Integrated Facility  
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs 

(RESERVOIR) 

See Figure 15 for details 
of a Typical Integrated 
Facility 

Integrated Facility   
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs  
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Figure 6



 
 

Integrated Facility 
Max Diversion: 1,500 cfs 
Max Discharge: 1,500 cfs  

 
 
 
 
 

 

 
 
 
 
 
 
 
 

 

Connection 
to New 
Clifton Court 
Intake 

e 
(RESERVOIR)
 

See Figure 15 for details of  
a Typical Integrated Facility 
Integrated Facility 
Max Diversion: 1,500 cfs  
Max. Discharge: 1,500 cfs 
 New Clifton Court Intak
Total Project Diversions and Discharges 
Diversions (all islands combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs 
Discharges (all islands combined): 
Total max day  6,000 cfs 
Total ave. month  4,000 cfs
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Figure 7
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